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thermally modified hardwood
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Fraké is a thermally modified, west African hardwood called 
Limba. The patented Thermowood® process includes high 
temperature drying before thermal modification takes place 
at 212°C. It is then cooled using only water and steam (no 
chemicals) to improve its machinability and dimensional  
stability. 
  
Whereas untreated Fraké is more likely to be light 
yellow/brown, thermally modified fraké takes on a warm, 
nutty colour. The robust colour combined with the typical 
lines (flame like patterns) give Fraké its own distinguishing 
features. If left untreated, it will silver/grey naturally. 
 
 
 
 
 
 
 
 
 
  
Due to its durability and striking looks, Fraké is ideal for  
creating stylish, modern projects that need to stand the test 
of time. Uses include, external cladding, gates, decking,  
fencing and trellising. It can also be used for joinery work 
such as windows, doors, tables, skirting and architrave. 
  
Fraké offers excellent workability, good gluing and nailing 
properties and can be finished with a variety of coatings. 

For further information about our Thermally Modified Fraké, please contact your usual Brooks Bros sales person 
or your nearest Brooks Bros Sales Office:

brooks bros    fraké
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Brooks Bros (UK) Ltd 
Maldon (Head Office):  Blackwater Place  I  The Causeway  I  Maldon  I  Essex CM9 4GG  I  Tel: 01621 877400 
Danbury:  The Timber Yard  I  off Runsell Lane  I  Danbury  I  Essex CM3 4PE  I  Tel: 01245 221700 
Nottingham:  Lenton Lane  I  Nottingham NG7 2PR  I  Tel: 0115 993 1112 
Sewstern:  Gunby Road  I  Sewstern  I  Grantham  I  Lincolnshire NG33 5RD  I  Tel: 01476 861097 
Skelmersdale:  1-3 Glebe Road  I  Gillibrands  I  Skelmersdale  I  Lancashire WN8 9JP  I  Tel: 01695 553700 
 
Email: sales@brookstimber.co.uk  I  Website: www.brookstimber.com 

Look for our  
FSC®-certified  
products

Species Limba (Terminalia superba)

Origin West Africa

Certification OLB 

Treatment
Thermowood® Thermo-D Treatment where the  
temperature used exceeds 200°C – No chemicals  
are used, only heat and steam.

Average Density 540kg/m3

Average Moisture 
Content 6% (+/- 2%)

Durability 
Class 2 (EN350-1) Suitable for exterior use  
un-coated above ground contact. Use class:  
Class 3 (EN 335)/Outdoors, exposed to weather

Expected  
Service Life 15-25 Years

Lambda Value ʎD 0.13 W/(m1*K)

Fixings
Stainless Steel. Screw hold strength (EN1382)  
32 N/mm2 direct of radius, 33 N/mm2 direct of  
tangent – 3.0x38 tpen = 24mm

Gluing PVAc, PU, RF & EPI glues can be used

Coating

Oil and water based products work well. Worth  
noting when using water-solvent substances that 
Frake has a lower water absorption rate than  
untreated wood which can have an effect on drying 
time/penetration.

PH Level 4 

Hardness 24-27 Brinell Hardness (EN1534) – dimensions 
40x40x300mm

Workability
Machines extremely well. Standard planing  
equipment can be used. Very little need to sand  
after machining as the wood has an excellent  
surface quality.

Appearance
Virtually knot free, warm brown colours varying  
from light to dark. Can contain flame like patterns, 
black streaks and occasional pinhole. Will silver/grey  
in time if left uncoated.

Sizes 

FSC® COC Certified 
23x125, 23x200 
46x100, 46x150 
 
VG/Quarter Sawn 
26x155  
52x135, 52x160, 52x185 
65x130, 65x155, 65x180, 65x205, 65x240, 65x270  
80x130, 80x155, 80x205, 80x240, 80x270 
*subject to available stock at point of order*


