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Why Super Prime Black Walnut?

The Super Prime American Black Walnut forests of Eastern 
Europe have been plantation grown ensuring adequate spacing
between trees to produce wider straighter logs, which have
then been managed, thinned and pruned (removing the lower
branches) to reduce the number and size of knots in the log.

The grade is the highest: Super Prime, which is predominantly
knot-free and selected for its natural consistency: therefore
perfect to meet the demanding quality specification and veneer
matching requirements in high quality joinery projects.

It has 100% FSC® environmental credentials.

It offers a super high-yield alternative to lesser grades with 
substantially less waste; saving on downtime when making
good any defects. Most importantly, the final result is a 
spectacular top quality finished job.

It also offers a closer match to Walnut veneer faced material.

Super Prime Grade contains minimum sap, minimum knots
and is selected for its wider cuttings.
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As further evidence of its commitment to offering customers the very best, 
Brooks Bros has ‘partnered’ with Florian Legno to exclusively supply their 
100% FSC®certified Super Prime American Black Walnut (FSC®certified
Plantation Juglans Nigra) into the UK. Ripped after steaming and kilning 
to enhance the quality and shape and improve the yield.

100%
FSCCERTIFIED

®

Super Prime
27mm & 33mm thickness boards: Predominantly knot-free |  Front face minimum 90% clear |  Back face minimum 70% clear
40mm, 52mm, 65mm and 80mm thickness boards: Predominantly knot-free |  Front face minimum 90% clear |  Back face minimum 80% clear

Super Prime One Face
27mm, 33mm & 40mm thickness boards only: Predominantly knot-free |  Front face minimum 90% clear |  Back face allowing unlimited sap and colour distortion

Ripped-to-Width Strips - details available on request

Grading data: Top quality American Black Walnut lumber, graded to bring the best yield of clear long and wide cuttings that is ideal for high-end joinery. Width tolerances: 75% 140mm 
and wider allowing maximum 25% 100mm-140mm. Kiln tolerances to be: 27mm, 33mm and 40mm: 9-11% m/c, 52mm: 11-13% m/c, 65mm and 80mm: 14-16% m/c. 
Note: Photographed boards are of actual Brooks Bros stock. As timber is a natural product, boards may differ from the samples shown in both colour and figure.



Brooks Bros Black Walnut

For further details of Brooks Bros Super Prime Black Walnut, it’s availability and delivery schedule, please contact your nearest Brooks Bros Sales Office below:

Other Brooks Bros Products 
Machining and Finishing 
Brooks Bros’ machining and finishing operations offer customers 
real ‘added value’. Whether it’s a large run or a multiple set-up, a 
unique profile or simply a standard profile, producing accurate 
and competitively priced profiles is something Brooks Bros has 
the expertise and ability to excel in. At every step: from sawing 

and machining through 
finishing to supplying, 
Brooks Bros has  
invested in the very  
latest woodworking  
technology to deliver 
to your specific  
requirements. 

 

Timber Cladding 
Brooks Bros timber cladding  
is available in around a dozen  
standard profile patterns, a  
range of dimensions and a  
variety of mainly environmentally  
certified hardwood and clear  
softwood species that include European Oak, Western Red Cedar, 
Siberian Larch, Douglas Fir, FSC® certified EcoTeak, Kebony and 
other thermally modified woods (including Thermowood). 
 

Brookstech Laminated PAR 
Blanks & Bespoke Laminating 

A range of PAR  
laminated timber  
sections, supplied in  
a variety of standard 
sizes, ready to convert 
into window, door and  
staircase profiles. Also, 
the installation of the 

latest Taylor Laminating Press, means Brooks Bros can produce 
laminated timber sections up to 150mm x 900mm x 4.9m 
 

Timber Flooring 
With some 50 timber species to call on and state-of-the-art  
machining, producing something bespoke, a one-off or a floor 
that is just a bit different is  
no problem for Brooks Bros.  
Ex-stock we specialise in  
solid wood (particularly  
European Oak and pre-finished  
Oak) and engineered  
multi-ply wood flooring.

Botanical Juglans Nigra  
Name  
 
Origin Eastern Europe, Eastern USA and Canada (Ontario)     
 
Brief  Rich dark brown to purplish-black    
Description  Straight    Rather coarse     
 
Uses High quality furniture, cabinet making, interior joinery and flooring,  

boat building, plywood manufacture, panelling and cabinet/decorative  
veneers  

 
Working Works well with hand and machine tools, nails and glues are  
Properties satisfactorily, polishes to a high finish        
 
Durability Very durable   
 
Density 640 kg/m3

Brooks Bros (UK) Ltd 
Maldon (Head Office): Blackwater Place  •  The Causeway  •  Maldon  •  Essex CM9 4GG  •  Telephone: 01621 877400  •  Fax: 01621 859054 
Danbury: The Timber Yard  •  off Runsell Lane  •  Danbury  •  Essex CM3 4PE  •  Telephone: 01245 221700  •  Fax: 01245 224897 
Skelmersdale: 1-3 Glebe Road  •  Gillibrands  •  Skelmersdale  •  Lancashire WN8 9JP  •  Telephone: 01695 553700  •  Fax: 01695 553705 
 
Brooks Bros (Midlands) Ltd 
Nottingham: Lenton Lane  •  Nottingham NG7 2PR  •  Telephone: 0115 993 1111  •  Fax: 0115 993 1151 
 
Email: sales@brookstimber.co.uk  •  Website: www.brookstimber.com 
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Look for our  
FSC®-certified  
products




