
 timber decking 
including landscaping, shingles and sleepers
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>  Timber is a natural material -  
    o�ering choices in grain, �nish and colour.  
 
>  Timber is durable -  
    some species have a natural ability to  
    resist decay completely, others have  
    varying degrees of natural durability and  
    may require specialised pressure  
    treatment.  
 
>  Timber is sustainable -  
    and can be recycled at the end of its  
    service-life. 
 
>  Timber has a low carbon footprint - 
    when compared to other decking options. 
 
>  Timber is workable -   
    bespoke pro�les and sizes of boards are  
    achievable to suit any design. 
 
>  Timber is an �eye-catcher� -  
    warm, welcoming and versatile.  

>  The key factors to consider when selecting a  
    timber are durability and budget.  
 
>  Tropical hardwood species (like Yellow Balau,  
    Cumaru, Ipe, Ekki, Oak and Iroko) have a natural  
    ability to resist decay completely. 
 
>  Other species (like certain softwoods) have  
    varying degrees of natural durability and may  
    require specialised pressure treatment. 
 
>  Other, eco-friendly, modified and composite  
    timber products (like Kebony Radiata Pine and  
    Kebony Scots Pine and Silvadec) are also  
    excellent decking options.

which species?  
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>  Brooks Bros is an industry leader in sustainability,  
    delivering an ambitious environmental strategy  
    with a strong focus on growing its certified  
    portfolio and reporting publically on its progress. 
 
>  Brooks Bros offers the majority of its timber  
    decking as FSCfi or PEFC certified. 
 
>  Brooks Bros purchases and supplies in line with  
    the Government Timber Procurement Policy  
    (as required by Defra) with previous guidance  
    from the Central Point of Expertise on Timber  
    (CPET) and has robust due diligence systems in  
    place to ensure its compliance with the United  
    Kingdom Timber Regulation (UKTR). 
 
>  Brooks Bros understands the requirements of  
    sustainability schemes like BREEAMfi and Zero  
    Carbon Hub and can support customers to 
    achieve their sustainability objectives. 

>  Off-the-Shelf Choice - Brooks Bros standard deck boards  
    are available from stock in a choice of timbers, standard  
    profiles and dimensions and unfinished (for natural  
    weathering).  
 
>  Bespoke Decking - one-off profiles to non-standard  
    dimensions in timber species not commonly available...  
    from our state-of the-art machining and finishing facilities,  
    to meet your particular requirements. 
 
>  Matching Accessories � carborundum anti-slip strips,  
    posts, spindles, handrails and fixings�to complete the job. 
 
>  Other Products � landscaping battens, landscapers  
    joinery timber, shingles and sleepers. 
 
>  Customer Support � from help with design, tendering  
    and planning through to care during and after  
    construction. 
 
>  Delivery - from five strategically located customer sales,  
    service and distribution sites in Maldon (Head Office),  
    Danbury, Nottingham, Sewstern and Skelmersdale. 

  
the complete decking service:  

  
environmental sourcing:  
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Yellow Balau�is a very durable�hardwood. 
It is sourced mainly from Indonesia and 
Malaysia where it is known as �Bangkirai�. 

Biological Name: Shorea Laevis. 

Colour: Yellowish-brown. 

Grain: Interlocked. 

Texture: Moderately fine and even. 

Uses: Decking (the�timber�is processed  
and pre�machined to decking profiles 
prior to export to the UK). Other uses  
include marine constructions, bridge 
components and outdoor furniture. 

Working Properties: Works reasonably  
well but with severe blunting of cutting 
edges: it is necessary to reduce cutting 
angles and feed speeds. 

Durability: Very durable Class 2. 

Density: 980kg/m3 (can vary by 20%). 

yellow balau  

Smooth  21 x 145mm

Grooved/Reeded  21 x 145mm

Reeded/Smooth  19 x 90mm

Anti-Slip  21 x 145mm

 Location images courtesy: Daryl Gannon Landscapes
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Smooth  21 x 145mm

Cumaru decking, is exceptionally durable, 
has a long lifespan, is capable of  
withstanding all weathering and is also 
resistant to rot, mould and most insect  
infections. 

Biological Name: Dipteryx Odorata. 

Colour: Yellow to medium-brown with  
an orange-pink tint. 

Grain: Straight. 

Texture: Course. 

Uses: Decking, cladding, flooring and  
marine/heavy construction. 

Working Properties: Pre-drilling before  
nailing and screwing is required and a 
good finish can be achieved. 

Durability: Very durable Class 1. 

Density: 1060-1200kg/m3. 

Certification: FSCfi certified. 

cumaru   
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Produced from FSCfi certified Radiata 
Pine, Kebony Clearfi has a clear and 
smooth surface giving a contemporary 
look and is treated through the board  
so it can be machined as any hardwood.

Biological Name: Radiata Pine. 

Grain: Straight. 

Texture: Medium/even. 

Uses: Decking, cladding, roofing, piers, 
indoor floors, furniture and design  
features. 

Working Properties: Works well with  
both hand and machine tools. Glues and 
finishes well. 

Durability: Class 1. 

Density: 680kg/m3. 

kebony clearfi  

Kebony® is a sustainable product made more durable, stable and  
aesthetically appealing through the infusion of biowaste (a process 
called Kebonisation that permanently modifies the cell wall of the  
timber). It is a revolutionary external timber product ideal for decking. 
Brooks Bros are sole UK distributors of Kebony decking. 
 
Kebonyfi profiled products offer good resistance to weather, wear and 
decay with low life-cycle costs, have a very low carbon footprint and  
are manufactured by one of the world�s top 100 Cleantech Companies. 
 
We offer two versions of Kebony. Kebony Clear® which is  
modified Radiata Pine and modified Scots Pine which is  
Kebony Character®. Both have a deep brown colour that will  
turn to a silver/grey patina over time. The speed of this  
process depends on the intensity of exposure to sun and rain.

Smooth  21 x 145mm

Domed  21 x 145mm

Image courtesy: The Outdoor Deck Co

Image courtesy: The Outdoor Deck Co
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Produced from FSCfi certified Scots Pine, 
Kebony Characterfi contains knots and 
untreated heartwood with a more rustic 
appearance and should not be further 
machined or split as untreated heart-
wood will be exposed. End grain after 
cross cutting will need to be treated with 
an anti-fungal agent/wood preserve.

Biological Name: Pinus Sylvestris. 

Grain: Straight to interlocked. 

Texture: Coarse. 

Uses: Decking, cladding, roofing and  
piers. 

Working Properties: Medium � in general  
works reasonably well with both hand 
and machine tools. Capable of a smooth, 
clean finish. Glues, finishes and takes nails 
and screws well. 

Durability: Class 2. 

Density: 600kg/m3. 

kebony characterfi  

Character  28 x 120mm





Specially designed�accessories make�installing and finishing Silvadec� 
decking projects�easy. Joists, clips, screws, finishing and fascia boards  
(with simple-to-follow instructions)�get the job finished in no time! 

silvadec related accessories  
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Out of the Silvadec ranges, we offer 
(from stock) Silvadec Elegance deck 
boards that have an embossed finish, 
creating the authentic �look and touch�  
of real wood through their timber grain 
effect.

Board Size: 23 x 138 x 4000mm. 

Finish: Embossed. 

Colours: Colorado Brown, Iroise Grey, 
Exotic Brown and Anthracite Grey. 

Temporary Bronzing of the Boards: 
The Elegance boards yellow temporarily 
during the first few weeks after installation. 
This �bronzing phenomenon� is natural and 
temporary, causing the Elegance deck 
boards to turn yellow when first exposed 
to UV rays and rain. This natural  
phenomenon disappears after exposure  
to the sun and to the weather, at which 
point the boards will revert to almost their 
original colour. This bronzing may last 
longer if the boards are installed in  
semi-sheltered or sheltered areas. In this 
case, if water spots persist, it is possible to 
speed up their disappearance by using a 
jet of water and a broom to brush along 
the length of the boards. 

silvadec elegance  

Exotic 
Brown

Iroise  
Grey

Anthracite 
Grey

Colorado  
Brown

BEFORE 
EXPOSURE  
TO UV RAYS

AFTER A  
FEW HOURS  
IN THE SUN 

AFTER A FEW  
WEEKS OF EXPOSURE  

TO THE WEATHER

ORIGINAL 
COLOUR

NATURAL 
BRONZING

STABILISED 
COLOUR
















