
 european oak



Graded to bring the best yield of clear long and wide cuttings, ideal for high-end 
joinery (where all edges need to be clear). This is our top grade European Oak.  
 
27mm/34mm: 3-4 sides are clear of defect with almost no sapwood. In 3 sides clear, sound knots are allowed on the 
face up to 25mm. 
 
40mm/54mm/65mm/80mm/100mm: 70% 4 sides are clear and knots up to 8mm in a linear metre are allowed.  
Sapwood is maximum 15% of the width and maximum 30% of the thickness. 30% 3 sides are clear and sound knots 
up to 30mm in a linear metre are allowed. Sapwood is maximum 30% of the width and 50% of the thickness.
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In principle, both faces are graded to provide clear one face cutting of 83% of  
the board on all thicknesses, however light Pippy is allowed. This makes Joinery 
Grade a considerably less expensive option compared with Prime Grade if only 
one clear side is required or smaller defects are acceptable.   
 
Front Face: 83.3% minimum clear cutting area to be 75mm x 2100mm or 100mm x 1525mm. 
Back Face: 67% minimum clear cutting area to be 75mm x 1000mm or 100mm x 2000mm.
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Note: timber is a natural product and may differ from the samples illustrated in both colour and figure
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As one of the UK’s largest hardwood suppliers Brooks Bros rates  
European Oak as one the very best. Oak is one of the world’s most  
significant timbers and is widespread throughout Europe with many 
countries having long established forest management schemes  
protecting and increasing the resource. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
European Oak has great strength and hardness, and is very resistant to 
insect and fungal attack because of its high tannin content. It also has 
very appealing grain markings, particularly when quartersawn. Oak 
trees are large trees that grow slowly up to 40 metres tall and can have 
a diameter of over a metre. 
 
European Oak Products 
Square Edge Boards (long and wides) and Waney Edge Boards 
(boules), Kiln Dried. Pippy Oak, Character Oak, Air Dried Beams,  
Flooring Blanks and ‘Brookstech’ European Oak Laminated Products. 
 
‘Added Value’ Services 
Planed all round, sawn-to-size and bespoke machining.

Botanical Quercus Petraea and Robur 
Name  
 
Origin UK and Europe   
 
Brief  Yellowish brown (but irregular/cross-grained material can occur)
Description  Straight   Medium to course   
 
Uses For furniture and cabinet making, garden furniture, boat building, gateposts,  

floors and construction work. Interior and exterior joinery, coffins, flooring, 
gates and fencing. For plywood manufacture it is rotary cut and when sliced 
creates a very attractively figured veneer.  

 
Working European Oak has a moderate to severe blunting effect on cutters.  
Properties Takes waxing, liming, fuming and polishing treatments very well and  

has very little shrinkage     
 
Durability Durable 
 
Density 670-720 kg/m3 

 
Source 100% FSC®  certified 
 
Thickness 22mm to 100mm 
 
Length Random

Brooks Bros’ machining and  
finishing operations offer  
customers real ‘added value’. 
Whether it’s a large run or a 
multiple set-up, a unique  
profile or simply a standard  
profile, producing accurate  
and competitively priced pro-

files is something Brooks Bros has the expertise and ability to 
excel in. At every step: from sawing and machining through 
finishing to supplying, Brooks Bros has  
invested in the very latest woodworking technology to deliver to 
your specific requirements. 
 
 
 

Brooks Bros timber cladding is 
available in around a dozen  
standard profile patterns, a  
range of dimensions and a  
variety of mainly environmentally  
certified hardwood and clear  
softwood species that include 
European Oak, Western Red 
Cedar, Siberian Larch, Douglas 

Fir, FSC® certified EcoTeak, Kebony and other thermally modified 
woods (including Thermowood). 
 
 
 
 

A range of PAR laminated timber 
sections, supplied in a variety of 
standard sizes, ready to convert 
into window, door and staircase 
profiles. Also, the installation of 
the latest Taylor Laminating 
Press, means Brooks Bros can 
produce laminated timber sec-
tions up to 150mm x 900mm x 

4.9m. 
 
 

 
With some 50 timber species  
to call on and state-of-the-art  
machining, producing something 
bespoke, a one-off or a floor  
that is just a bit different is  
no problem for Brooks Bros.  
Ex-stock we specialise in solid 
wood (particularly European 

Oak and pre-finished Oak) and  
engineered multi-ply wood flooring.

For further details of Brooks Bros European Oak, it’s grades, availability and delivery schedule please contact your nearest Brooks Bros Sales Office below:

Brooks Bros (UK) Ltd 
Maldon (Head Office):  Blackwater Place  I  The Causeway  I  Maldon  I  Essex CM9 4GG  I  Telephone: 01621 877400  I  Fax: 01621 859054 
Danbury:  The Timber Yard  I  off Runsell Lane  I  Danbury  I  Essex CM3 4PE  I  Telephone: 01245 221700  I  Fax: 01245 223121 
Nottingham:  Lenton Lane  I  Nottingham NG7 2PR  I  Telephone: 0115 993 1112  I  Fax: 0115 993 1151 
Sewstern:  Gunby Road  I  Sewstern  I  Grantham  I  Lincolnshire NG33 5RD  I  Telephone: 01476 861097  I  Fax: 01476 860231 
Skelmersdale:  1-3 Glebe Road  I  Gillibrands  I  Skelmersdale  I  Lancashire WN8 9JP  I  Telephone: 01695 553700  I  Fax: 01695 553705 
 
Email: sales@brookstimber.co.uk  I  Website: www.brookstimber.com 
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Also available from Brooks Bros:

machining and finishing  

brooks bros european oak 

timber cladding  

brookstech laminated PAR 
blanks & bespoke laminating  

timber flooring  

Look for our  
FSC®-certified  
products


