c € DECLARATION OF PERFORMANCE

BRrROOKS BROS

FOR THE COMPLETE TIMBER SERVICE

FLOOR-008-03CE

1. Unique identification code of the product-type: BBU Solid Flooring

allowing identification of the construction product as
required pursuant to Article 11(4):

2. Type, batch or serial number or any other element | Ash

3. Intended use or uses of the construction product, Solid wood flooring for interior use in dry

in accordance with the applicable harmonised areas.

technical specification, as foreseen by the

manufacturer:

4. Name, registered trade name or registered trade Brooks Brothers (UK).

mark and contact address of the manufacturer as Blackwater Place, The Causeway, Maldon,
required pursuant to Article 11(5): Essex, CM9 4GG

the authorised representative whose mandate covers
the tasks specified in Article 12(2):

5. Where applicable, name and contact address of NOT APPLICABLE

of constancy of performance of the construction
product as set out in Annex V:

6. System or systems of assessment and verification | AVCP 4

concerning a construction product for which a
European Technical Assessment has been issued:

7. In case of the declaration of performance The manufacturer has taken responsibility

concerning a construction product covered by a for initial type testing and implementation of

harmonised standard: factory production control, in accordance
with AVCP level 4.

8. In case of the declaration of performance NOT APPLICABLE

9. Declared performance

point 9.

This declaration of performance is issued under the sole
responsibility of the manufacturer identified in point 4.

Essential characteristics Performance | Harmonised technical
specification

Species _ Ash BS EN 14342:2005 +
Density/kg/m3 AVG Density @12% mc 650K g/m? A1:2008
Overall thickness. 21mm “Wood floorin
Reaction to Fire Ds-S1 Characteristicg-
Emission (release) of Formaldehyde El luation of '
Emission (content) of Pentachlorophenol NPD evr;l uation o
Release of other Dangerous Substances NPD con orm_|ty ,?nd
Breaking Strength NPD marking
Slipperiness NPD
Thermal Conductivity 0.16W/(mK)
Durability -without preservative treatment Class 5

Use Class BSEN 335-1 Class 1
10. The performance of the product identified in points 1 _ AN
and 2 is in conformity with the declared performance in DI

Alan Double
Showroom Manager
Maldon UK 13-05-2021

www.brookstimber.com
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1. Unique identification code of the product-type:

BBU Solid Flooring

1. Unique identification code of the product-type:

BBU Solid Flooring

2. Type, batch or serial number or any other element
allowing identification of the construction product as
required pursuant to Article 11(4):

Ash

3. Intended use or uses of the construction product,
in accordance with the applicable harmonised
technical specification, as foreseen by the
manufacturer:

Solid wood flooring for interior use in dry
areas.

4. Name, registered trade name or registered trade
mark and contact address of the manufacturer as
required pursuant to Article 11(5):

Brooks Brothers (UK).

Blackwater Place, The Causeway, Maldon,
Essex, CM9 4GG

5. Where applicable, name and contact address of
the authorised representative whose mandate covers
the tasks specified in Article 12(2):

NOT APPLICABLE

6. System or systems of assessment and verification
of constancy of performance of the construction
product as set out in Annex V:

AVCP 4

7. In case of the declaration of performance
concerning a construction product covered by a
harmonised standard:

The manufacturer has taken responsibility
for initial type testing and implementation of
factory production control, in accordance
with AVCP level 4.

8. In case of the declaration of performance
concerning a construction product for which a
European Technical Assessment has been issued:

NOT APPLICABLE

9. Declared performance

Essential characteristics Performance | Harmonised technical
specification

Species _ Ash BS EN 14342:2005 +
Density/kg/m3 AVG Density @12% mc 650K g/m? A1:2008
Overall thickness. 21mm “Wood flooring
Reaction to Fire Ds-S1 Characteristics-
Emission (release) of Formaldehyde El i '
Emission (content) of Pentachlorophenol NPD evaluat!on of
Release of other Dangerous Substances NPD conform_|ty ,?nd
Breaking Strength NPD marking
Slipperiness NPD
Thermal Conductivity 0.16W/(mK)
Durability -without preservative treatment Class 5

Use Class BSEN 335-1 Class 1
10. The performance of the product identified in points 1 ‘ ' _ AN
and 2 is in conformity with the declared performance in ' DD A S
point 9. Alan Double
This declaration of performance is issued under the sole Showroom Manager
responsibility of the manufacturer identified in point 4. Maldon UK 13-05-2021

www.brookstimber.com




