
   DECLARATION OF PERFORMANCE   
  

www.brookstimber.com 

 

No: SSG-001-03CE 

 

 

 

1. Unique identification code of the product-type: BBS Visual Strength graded structural Softwood 
with rectangular cross section.  

2. Type, batch or serial number or any other element 
allowing identification of the construction product as 
required pursuant to Article 11(4): 

WPPA Redwood & Whitewood  
WLAD Larch 
PSMN Douglas Fir 
As the delivery note and invoice  

3. Intended use or uses of the construction product, in 
accordance with the applicable harmonised technical 
specification, as foreseen by the manufacturer: 

For load-bearing purposes in buildings and 
bridges.  

4. Name, registered trade name or registered trade 
mark and contact address of the manufacturer as 
required pursuant to Article 11(5):  

Brooks Brothers (UK) Ltd. 

Gunby Road, Sewstern, Lincolnshire NG33 5RD 

5. System or systems of assessment and verification 
of constancy of performance of the construction 
product as set out in Annex V:  

AVCP 2+ 

6. In case of the declaration of performance 
concerning a construction product covered by a 
harmonised standard:  

CATG (Notified body No.2874) performed the 
initial inspection of the manufacturing plant & the 
continuous surveillance, assessment and 
evaluation of factory production control under 
system 2+ and issued the certificate of 
conformity of the factory production control: 
2874-CPR-2054 

Harmonised technical specification    -   BSEN 14081-1:2005 + A1:2011 and BSEN 4978:2007 + A1:2011 

7.  Essential characteristics Performance  

Mechanical Resistance: Modulus of elasticity, bending 

strength, compressive strength; shear strength  

Geometrical data: 

Reaction to Fire:                  

Release of other dangerous substances: 

Durability without treatment :    

 

With treatment Tanalith E8000/E9000                                                    

Durability   

Penetration Class   

Retention of Preservative   

Wood destroying fungi if treated 

Insects if treated 

Termites if treated 

Marine borers if treated 

GS/C14, GS/C16,SS/C18, SS/C22 and/or SS/C24 

as delivery note, invoice and stamp mark  

As delivery note and invoice 

D-s2, d0 

NPD 

Natural durability Class 4 

 

Use class 4 

NP2 

8.5kg m3 

NPD 

NPD 

NPD 

NPD 

8. The performance of the product identified in points 
1 and 2 is in conformity with the declared performance 
in point 7.   

This declaration of performance is issued under the 
sole responsibility of the manufacturer identified in 
point 4. 

 

 
                                                  Matthew Hall 

Director 
Sewstern UK  

13-05-2021 

 



   DECLARATION OF PERFORMANCE   
  
 

www.brookstimber.com 

 

No: SSG-001-03UK 

 

 

1. Unique identification code of the product-type: BBS Visual Strength graded structural Softwood 
with rectangular cross section.  

2. Type, batch or serial number or any other element 
allowing identification of the construction product as 
required pursuant to Article 11(4): 

WPPA Redwood & Whitewood  
WLAD Larch 
PSMN Douglas Fir 
As the delivery note and invoice  

3. Intended use or uses of the construction product, in 
accordance with the applicable harmonised technical 
specification, as foreseen by the manufacturer: 

For load-bearing purposes in buildings and 
bridges.  

4. Name, registered trade name or registered trade 
mark and contact address of the manufacturer as 
required pursuant to Article 11(5):  

Brooks Brothers (UK) Ltd. 

Gunby Road, Sewstern, Lincolnshire NG33 5RD 

5. System or systems of assessment and verification 
of constancy of performance of the construction 
product as set out in Annex V:  

AVCP 2+ 

6. In case of the declaration of performance 
concerning a construction product covered by a 
harmonised standard:  

CATG (Notified body No.1245) performed the 
initial inspection of the manufacturing plant & the 
continuous surveillance, assessment and 
evaluation of factory production control under 
system 2+ and issued the certificate of 
conformity of the factory production control: 
1245-CPR-2054 

Harmonised technical specification    -   BSEN 14081-1:2005 + A1:2011 and BSEN 4978:2007 + A1:2011 

7.  Essential characteristics Performance  

Mechanical Resistance: Modulus of elasticity, bending 

strength, compressive strength; shear strength  

Geometrical data: 

Reaction to Fire:                  

Release of other dangerous substances: 

Durability without treatment :    

 

With treatment Tanalith E8000/E9000                                                    

Durability   

Penetration Class   

Retention of Preservative   

Wood destroying fungi if treated 

Insects if treated 

Termites if treated 

Marine borers if treated 

GS/C14, GS/C16,SS/C18, SS/C22 and/or SS/C24 

as delivery note, invoice and stamp mark  

As delivery note and invoice 

D-s2, d0 

NPD 

Natural durability Class 4 

 

Use class 4 

NP2 

8.5kg m3 

NPD 

NPD 

NPD 

NPD 

8. The performance of the product identified in points 
1 and 2 is in conformity with the declared performance 
in point 7.   

This declaration of performance is issued under the 
sole responsibility of the manufacturer identified in 
point 4. 

 

 
                                                  Matthew Hall 

Director 
Sewstern UK  

13-05-2021 

 


